LINEAR HIGHBAY KLHVXK-W LINEAR HIGHBAY

ARUT\—
INSTALLATION INSTRUCTION %(,J,'EQ
IMPORTANT:

1. Isolate from the mains supply before installation and any maintenance
2. Installation and Maintenance by Qualified & Authorized Person Onlu.
3.120V ac/ 60 Hz

WARNING:

1. Turn off electrical power at fuse or circuit breaker box before wiring fixture to the power supplu.

2. Turn off the power when you perform any maintenance.
3. Verify that supply voltage is correct by comparing it with the luminaire label information.

4. Make all electrical and grounded connections in accordance with the National Electrical Code and any applicable local code requirements.

5. All wiring connections should be capped with UL approved wire connectors.

CAUTION:

1. Wear gloves and safety glasses at all times when removing luminaire from carton, installing, servicing or performing maintenance.

2. Avoid direct eye exposure to the light source while it is on.

3. Keep combustible and other materials that can burn away from luminaire and lamp/lens.

4. DO NOT INSTALL DAMAGED PRODUCT!

Cable Mount:

@ Mount suspension wires on Truss/ cable tray at 620mm spacing

Black L ¢
Green E |
White N ¢

Suspension wire length is 1650mm and cross section dia of 1.5 square mm. Use @22.2mm hole for mains connection through conduit

Attach the suspension wires to the product using snap Use ©022.2mm hole for dimming wire connection
hooks and mount the product through the plate
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